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VOC removal catalyst Katanusartop ounctku
rasoBbiX BbibpocoB
APPLICATION OBJIACTb NPUMEHEHUA
Catalytic combustion (oxidisation). Removal KaTtanutuueckoe cxxuraHue (okucneHme).
of volatile organic compounds (VOC) - OuUCTKA OT 1IeTYYMX OPraHMYECcKUX coeguHeHnn
alcohols, ethers, aldehydes and ketones, NOC (cnupTos, 3¢unpos, anbaernaos U KETOHOB,
organic solvents including aromatic solvents = opraHunueckux pacrsopureneii, B Tom yucne
etc - from industrial gas emissions. Used in APOMATUYECKUX U A4p.) B NPOMbILLUIEHHbIX
the production of paint and varnish, rasosbix Bblbpocax. MpumeHaeTmsa B
monomers and polymers, and printing NPO13BOACTBBAX JIAKOB U KPAaCOK, MOHOMEPOB U
industry. noAumepoB U noaurpapudeckoii

NPOMDbILLIZIEHHOCTHU.

SERVICE CONDITIONS YCNOBUA SKCIMTYATALUN
Operating temperature range, °C 315-500 TemnepaTypa sKkcnayaTauum, °C
Pressure, MPa, max. 0,1 Ldasnenune, Mla
The concentration of organic KoHLEeHTpaLms opraHMYecKkmnx
substances, %, not more than 0,5 coeanHeHnn, %, He bonee
The activity of VOC, %, not less AKTMBHOCTb MO OpPraHUYEeCKUM
coeguHeHusaMm, %, He MeHee:
300°C 90 npwm 300°C

-350°C 98 npum 350°C

The activity of CO,% AKTMBHOCTb No CO, %, He MeHee
-300°C 83 npwm 300°C
-350°C 100 npm 350°C

Life time, years 2 CpoK cny»bbl, net
SPECIFICATIONS TEXHUYECKUE XAPAKTEPUCTUKHU
Form - factor FElEEpee BHewHwWit BUA,
granules
Support media Al, O3 Hocutenb
Mass fraction of ,% Maccosas nons, %
- palladium 0,05 -nannagmsa
- copper 0,5+1,0 -Xpoma
- chromium 0,1+0,5 -megu
Diameter, mm 3,5-5,5 Odnametp, Mm
Bulk density, kg/dm’ 1,0 HacbinHas nAoTHOCTb, Kr/am®
Specific surface, mz/g, no less than 20 YaenbHas NoBepXHOCTb, M2/r, He meHee
Abrasion strength, % mass, no less than 95 MpPOYHOCTb FpaHy K UCTUpaHuto, %,

HE meHee
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